
           

taristaris
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IDC connection for standard modular terminals

Duo modular terminals

Double-deck terminals

Disconnect terminals

taris connects copper conductor wires simply, quickly and safely

taris for TS 35 rail

n without needing to strip the insulation or use ferrules

n without special tools - a screwdriver is sufficient

n up to 60% time saving = cost reduction

n with a low packing density (overall width of 5mm for 1mm 2 cable )

n with controlled (visual) switching state

n with cross section up to 1.0 mm 2 and 2.5 mm2

In general, all Wieland components which are obliged to have the

Aidentification are provided with the Amark

Modular t erminals with 
IDC technolog y, Type WKC
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Modular t erminals
IDC Technolog y Type WKC
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1.0 mm 2

2.5 mm 2
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1.0 mm 2

2.5 mm 2
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1.0 mm 2
2.5 mm 2
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Modular t erminals with
IDC connection, T ype WKC

Double-deck 
terminals

Double-dec k t erminals

Double-deck terminals with
functional circuits (e.g.
diodes), available on request

Modular terminals

Earth terminals

Hybr id modular t erminals

Modular terminals

Neutral terminals

Earth terminals

Standar d modular t erminals
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Duo 1/2

Duo 2/2

1.0 mm 2

2.5 mm 2

1.0 mm 2

2.5 mm 2

1.0 mm 2

2.5 mm 2
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Modular terminals

Neutral terminals

Earth terminals

Duo modular t erminals

Disconnect t erminals

Knife edge disconnect
terminals

Disconnect terminals with
fuse holder

Disconnect terminals with
diode plug

Modular terminals

Neutral terminals

Earth terminals



Your benefits...

R No stripping of insulation
It is not necessary to strip the insulation
or attach ferrules for taris .

R No special tools
Operation of clamping point with a
standard screwdriver.

R Cost reduction
Up to 60% time saving depending on
the type of conductor and connection
technique comparison.

R More space in the control cabinet
Only 5 mm overall width for WKC 1...

R Circuit indicator
visual indication of the status of the
clamping point

R Two cross section ranges
WKC 1... 0.2-1.0 mm2 /  red*
WKC 2.5... 1.0-2.5 mm2 /  blue*

* colour of indicator
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10 20 30 40 50 60 70 80 90 100 %

wiring
with

tar is

traditional wiring

60% time saving

time

0.2........2 .5mm 2

5mm

Modular t erminals with
IDC connection, T ype WKC

taris technology

p The wire is cut to length and inserted in the wire entry guide until it reaches the
defined stopping point. 

p The clamping part is moved with a swivel action of a standard screwdriver and cuts 
the insulation of the conductor.

p The spring-operated clamping part establishes the contact between the copper 
conductor and the conductor rail.

taris connects simply, quickly and safely.

taris provides...
p IDC connection technology

p Simple operation of clamping points

p Reduced wiring time

p Reduced panel space requirements

p Controlled clamp state

p Complete range

p taris has been designed for use in
demanding conditions and provides a long
term stable connection.

Terminal versions

Standard terminals
Modular and earth terminals

Duo terminals
Modular and earth terminals

Double-deck terminals
Modular and function terminals

Disconnect terminals
Knife edge and plug disconnect

p Reliable connection
Ð in accordance with EN 60352-3/4
Ð in accordance with EN 60947-7-1/2
means:

R multiple operation

R vibration resistance

R use in corrosive conditions

R withstands climatic changes
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Note:

The information regarding cross-
sectional areas and connection types
pertains to wires without ferrules.

The voltage ratings apply to the 
terminals in their intended application.
When different products are mounted
adjacent to each other, the proper
isolation distances must be adhered too.
For this purpose Wieland offers a large
selection of appropriate accessories.

A detailed description of the technical
data, standard requirements and 
application conditions can be found in
the facts & DATA section.

Materials

p Metal components :

Special alloys enable low contact
resistance and ensure an airtight
connection:

clamping part: copper, tin plated

conductor rail: copper, tin plated

mounting foot: brass, tin plated

p Insulating material:

Polyamide has excellent electrical,
chemical and mechanical properties

Insulating housing: Polyamide 66/6

Resistance to creepage: CTI 600

Flammability class: UL 94-V0

(see also facts & DATA section)

DQS Ð certification
p quality standard as per DIN ISO 9001

in Development, Production, Assembly
p continued control of quality standards by 

means of regular internal and external 
audits

p Compatible with other test authorities:
Ð BSI, Great Britain
Ð SQS, Switzerland
Ð Aib-Vincotte, Belgium
Ð …QS, Austria

Marking facility

p single marking tag

p marking strips (10 single tags) for 
snapping onto the terminals

p tear-off strips enable 3 digit marking
facility per terminal

p individual labelling on request

Warning cover

p cover with warning symbol ADC... for
terminals which remain live when the
main switch is disconnected

p cover can only be removed with 
a special tool

Jumper bars

p the insulated jumper bars IVB WKF... 
are completely finger proof

p partition plates between adjacent cross
sections are not required

p the jumper bars IVB WKF... carry the same
rated current as the jumpered terminal

Testing

p taris provides built-in test points for all its
terminals, therefore testing can be carried
out without the need to remove the wiring

p entry guides at each side of the terminal
allow measurement with standard 
¯ 2.3 mm test probes and test plugs for
maintenance and trouble shooting

p See page 177 for modular test plug

Terminal rails can be configured with our
wiepla n software (see pages 10 and 11)
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The concept

taris

With the WKC product range, Wieland completes its range of
modular terminals, thus providing the appropriate connection
technology for any control cabinet application.

The WKC series enables the connection of copper wires using IDC
(Insulation Displacement Connection).

Modular terminals with IDC connection are called taris .

taris reduces your wiring costs as well as providing all the benefits
of our screw and spring clamp terminals.

The circuit

Wiring with taris is simple, fast and safe.

¥ Simple Ð The wire is ONLY cut to length, inserted in the clamping
body and the clamping point is operated by levering a
standard screwdriver Ð and thatÕs it.

¥ Fast Ð Time consuming tasks such as stripping the insulation and
attaching ferrules are not required.
Time saving of up to 60% leads to a cost reduction!

¥ Safe Ð The conductor is not moved during operation - as with all
other Wieland terminals.  Therefore, there is no risk of the
conductors sliding out of position with taris .

The position indicator visually signals the state of the
clamping point.  

The colour of the indicator signifies the rated cross section
of the terminal block

WKC 1... 0.21 - 1.0 mm2 R  red indicator
WKC 2.5... 1.0   - 2.5 mm2 R  blue indicator

Repeated use of the clamp is possible with taris. Smaller
size wires can replace previously connected larger sizes
without technical difficulties.

Its just as simple, fast and safe to disconnect the conductor with taris
as it is to connect it.

The conductor

taris clamps single core and finely stranded copper conductors with
cross sections between 0.21 to 2.5 mm 2 in two cross section ranges:

WKC ...1   : copper wire 0.21 to 1.0 mm 2; AWG 24-18; wire-¯ # 2.5 mm
WKC ...2.5: copper wire   1.0 to 2.5 mm 2; AWG 16-14; wire-¯ # 3.6 mm

Conductors with PVC and earth insulated conductors can be connected.
Other materials have been tested, please check with our technical
department.

In the case of finely stranded copper conductors, the diameter of the
wire must be at least 0.2 mm.  The composition of the conductors is
based on DIN VDE 0295 class 1-5. 

ÒOpenÓ clamping point

ÒClosedÓ clamping point
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The connection

The wire is inserted through the wire entry guide of the terminal into the
clamping body.  By operating it with a standard screwdriver, the clamping
body is moved and cuts the insulation of the inserted copper wire at a defined
point.

The inserted wire does not move during the operation and therefore cannot
slide out of the clamping body when the circuit is closed.

The clamping body is made of a copper alloy which provides a high-quality
connection between the clamp and the conductor bar with excellent vibration
resistance.  The contact quality achieved exceeds the requirements stipulated
in the standards 60947-7-1 and 60352-3.

taris enables connection of rigid and flexible copper wires of a rated cross
section between 0.21 to 2.5 mm 2 in two cross section ranges.

Accessories

¥ The standard Wieland marking system is used for taris .

¥ For potential commoning use the insulated jumper bars from the spring
clamp connection technology (WKF).

¥ in order to fulfil certain connection tasks, use the disconnect terminal 
together with the fuse plug SIST or diode plug DIST from our WK or WKF
series.

¥ To segregate groups of terminals both visually and physically, taris provides
partitions and end plates with different outside contours in order to maintain
the creepage and clearance distances.

¥ For maintenance and trouble-shooting, taris is equipped with test points for
test probes or test plugs.

Series

taris offers numerous terminal variants in two wire ranges for a wide 
variety of applications:

Standard modular terminals

¥ terminals which act as a feed through and earth terminals with one 
termination point on each side of the terminal.

¥ terminals with two slots for jumper bars provide flexibility in commoning
potentials.

¥ terminals with a marking facility for each clamping point.
¥ terminals with a test point for test probes at each clamping point

Duo modular terminals

¥ Duo modular terminals with more than two termination points for one
potential

¥ Duo modular terminals as feed through and earth terminals D1/2 and 
D2/2 versions.

¥ Duo modular terminals D1/2 can be jumpered with the standard rail 
terminals.

Disconnect terminals

¥ Knife edge disconnect or disconnect terminals with diode or fuse plugs.
¥ Can be jumpered with standard or Duo 1/2 rail terminals.

Double-deck terminals

¥ terminals are the same contour as Duo 2/2 terminals.
¥ function terminals for diode switching and other applications.
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Modular t erminals with
IDC technolog y, Type WKC



Item Description Type Part Number

Modular terminal

Modular terminal, blue

Earth terminal

Modular terminal

Modular terminal, blue

Earth terminal

Duo modular terminal

Duo modular terminal

Disconnect terminal

Disconnect terminal

Knife edge disconnect terminal

Knife edge disconnect terminal

Duo modular terminal

Double-deck terminal

Duo-earth terminal

Duo modular terminal

Double-deck terminal

End plate

Partition plate

Cover with warning symbol

Insulated jumper bar

Fused plug (5x20)

Mounting rail

End clamp

Marker strips
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1 WKC 1/35 56.301.0053.0

2 WKC 1/35 BLAU 56.301.0053.6

3 WKC 1 SL/35 56.301.9053.0

4 WKC 2,5/35 56.303.0053.0

5 WKC 2,5/35 BLAU 56.303.0053.6

6 WKC 2,5 SL/35 56.303.9053.0

7 WKC 1 D1/2/35 56.301.5053.0

8 WKC 2,5 D1/2/35 56.303.5053.0

9 WKC 2,5 TKG/35 56.303.4053.0

10 WKC 1 TKG/35 56.301.4053.0

11 WKC 2,5 TKM/35 56.303.2053.0

12 WKC 1 TKM/35 56.301.2053.0

13 WKC 1 D2/2/35 56.301.5153.0

14 WKC 1 E/35 56.301.7053.0

15 WKC 2,5 D2/2/SL/35 56.303.9153.0

16 WKC 2,5 D2/2/35 56.303.5153.0

17 WKC 2,5 E/35 56.303.7053.0

18 APC 1-2,5 D2./E. 07.312.5453.0

19 TWC 1-2,5 D2./E. 07.312.5553.0

20 ADC 2,5 GELB 04.344.0353.8

21 IVB WKF 4-2 Z7.261.1227.0

22 SIST Z1.299.4053.0

23 35x27x7,5 EN 60715 98.300.0000.0

24 9708/2 S35 Z5.522.8553.0

25 9705 A/5/10 B 04.842.5053.0

taris sample r ail

ta
ris
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WKC 1/35

V A

0.2 Ð 1 mm 2 0.2 Ð 1 mm 2 800 V/8kV/3 13.5
No. 30-18 AWG 600 V 13
No. 24-18 AWG 600 V 13
5 mm 1 mm 2

uqw

WKC 2,5/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 24
No. 18-14 AWG 600 V 22
No. 16-14 AWG 600 V 20
6 mm 2.5 mm 2

uqw

EN 60 947-7-1
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WKC 1/35 56.301.0053.0 100

WKC 1/35 BLAU 56.301.0053.6 100

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 07.312.5053.0 10

APC 1-2,5 BLAU 07.312.5053.6 10

TWC 1-2,5 07.312.5153.0 10

TWC 1-2,5 BLAU 07.312.5153.6 10

IVB WKF2,5-2 Z7.280.6227.0 10

IVB WKF2,5-3 Z7.280.6327.0 10

IVB WKF2,5-4 Z7.280.6427.0 10

IVB WKF2,5-5 Z7.280.6527.0 10

IVB WKF2,5-6 Z7.280.6627.0 10

IVB WKF2,5-7 Z7.280.6727.0 20

IVB WKF2,5-8 Z7.280.6827.0 20

IVB WKF2,5-9 Z7.280.6927.0 20

IVB WKF2,5-10 Z7.280.7027.0 20

ADC 1 GELB 04.344.0153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5/35 56.303.0053.0 100

WKC 2,5/35 BLAU 56.303.0053.6 100

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 07.312.5053.0 10

APC 1-2,5 BLAU 07.312.5053.6 10

TWC 1-2,5 07.312.5153.0 10

TWC 1-2,5 BLAU 07.312.5153.6 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Modular t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty

Modular terminal Colour: grey

Modular terminal Colour: blue

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole*

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated

*Available up to 20 pole

See page 178-179 and 250-251 for marking accessories
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WKC 1 SL/35

V A

0.2 Ð 1 mm 2 0.2 Ð 1 mm 2 800 V/8kV/3 13.5
No. 30-18 AWG 600 V
No. 24-18 AWG
5 mm 1 mm 2

uqw

WKC 2,5 SL/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 24
No. 18-14 AWG 600 V
No. 16-14 AWG
6 mm 2.5 mm 2

uqw

EN 60 947-7-2

WKC 1 SL/35 56.301.9053.0 100

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 GR†N 07.312.5053.7 10

ADC 1 GELB 04.344.0153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5 SL/35 56.303.9053.0 100

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 GR†N 07.312.5053.7 10

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Earth t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty

Earth terminal Colour: green/yellow

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated



WKC 1 D1/2/35 56.301.5053.0 50

WKC 1 D1/2/35 BLAU 56.301.5053.6 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK. 07.312.5253.0 10

APC 1-2,5 D1./TK.BLAU07.312.5253.6 10

TWC 1-2,5 D1. 07.312.5353.0 10

TWC 1-2,5 D1. BLAU 07.312.5353.6 10

IVB WKF2,5-2 Z7.280.6227.0 10

IVB WKF2,5-3 Z7.280.6327.0 10

IVB WKF2,5-4 Z7.280.6427.0 10

IVB WKF2,5-5 Z7.280.6527.0 10

IVB WKF2,5-6 Z7.280.6627.0 10

IVB WKF2,5-7 Z7.280.6727.0 20

IVB WKF2,5-8 Z7.280.6827.0 20

IVB WKF2,5-9 Z7.280.6927.0 20

IVB WKF2,5-10 Z7.280.7027.0 20

ADC 1 GELB 04.344.0153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Duo modular terminal Colour: grey

Duo modular terminal Colour: blue

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated

See page 178-179 and 250-251 for marking accessories
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WKC 1 D1/2/35

V A

0.2 Ð 1 mm 2 0.2 Ð 1 mm 2 800 V/8kV/3 13.5
No. 30-18 AWG 600 V 13
No. 24-18 AWG 600 V 13
5 mm 1 mm 2

uqw

WKC 2,5 D1/2/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 24
No. 18-14 AWG 600 V 22
No. 16-14 AWG 600 V 20
6 mm 2.5 mm 2

uqw

EN 60 947-7-1

234

WKC 2,5 D1/2/35 56.303.5053.0 50

WKC 2,5 D1/2/35 BLAU56.303.5053.6 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK. 07.312.5253.0 10

APC 1-2,5 D1./TK.BLAU07.312.5253.6 10

TWC 1-2,5 D1. 07.312.5353.0 10

TWC 1-2,5 D1. BLAU 07.312.5353.6 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

9705 A/5/10 04.242.5053.0 25

Duo-modular t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty
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WKC 1 D1/2/SL/35

V A

0.2 Ð 1 mm 2 0.2 Ð 1 mm 2 800 V/8kV/3 13.5
No. 30-18 AWG 600 V
No. 24-18 AWG
5 mm 1 mm 2

uqw

WKC 2,5 D1/2/SL/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 24
No. 18-14 AWG 600 V
No. 16-14 AWG
6 mm 2.5 mm 2

uqw

EN 60 947-7-2

235

WKC 1 D1/2/SL/35 56.301.9353.0 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK.GR†N07.312.5253.7 10

ADC 1 GELB 04.344.0153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5 D1/2/SL/35 56.303.9353.0 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK.GR†N07.312.5253.7 10

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

9705 A/5/10 04.242.5053.0 25

Duo-ear th t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty

Duo-Earth terminal Colour: green/yellow

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated

See page 178-179 and 250-251 for marking accessories
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WKC 1 D2/2/35

V A

0.2 Ð 1 mm 2 0.2 Ð 1 mm 2 500 V/6kV/3 13.5
No. 30-18 AWG 600 V 13
No. 24-18 AWG 300/600 V* 13
5 mm 1 mm 2

uqw

WKC 2,5 D2/2/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 500 V/6kV/3 24
No. 18-14 AWG 600 V 22
No. 16-14 AWG 300/600 V* 20
6 mm 2.5 mm 2

uqw

EN 60 947-7-1

236

WKC 1 D2/2/35 56.301.5153.0 50

WKC 1 D2/2/35 BLAU 56.301.5153.6 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D2./E. 07.312.5453.0 10

APC 1-2,5 D2./E. BLAU07.312.5453.6 10

TWC 1-2,5 D2./E. 07.312.5553.0 10

TWC 1-2,5 D2./E. BLAU07.312.5553.6 10

IVB WKF2,5-2 Z7.280.6227.0 10

IVB WKF2,5-3 Z7.280.6327.0 10

IVB WKF2,5-4 Z7.280.6427.0 10

IVB WKF2,5-5 Z7.280.6527.0 10

IVB WKF2,5-6 Z7.280.6627.0 10

IVB WKF2,5-7 Z7.280.6727.0 20

IVB WKF2,5-8 Z7.280.6827.0 20

IVB WKF2,5-9 Z7.280.6927.0 20

IVB WKF2,5-10 Z7.280.7027.0 20

ADC 1 GELB 04.344.0153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5 D2/2/35 56.303.5153.0 50

WKC 2,5 D2/2/35 BLAU56.303.5153.6 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D2./E. 07.312.5453.0 10

APC 1-2,5 D2./E. BLAU07.312.5453.6 10

TWC 1-2,5 D2./E. 07.312.5553.0 10

TWC 1-2,5 D2./E. BLAU07.312.5553.6 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Duo-modular t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty

Duo modular terminal Colour: grey

Duo modular terminal Colour: blue

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: b lue

Colour: green

4. Partition plate Colour: grey

Colour: b lue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated

* 300 V for use Group C

See page 178-179 and 250-251 for marking accessories 600 V for use Group D, E



finely stranded single corefinely stranded single core

ta
ris

t ar is

WKC 1 D2/2/SL/35

V A

0.2 Ð 1 mm 2 0.2 Ð 1 mm 2 500 V/6kV/3 13.5
No. 30-18 AWG 600 V
No. 24-18 AWG
5 mm 1 mm 2

uqw

WKC 2,5 D2/2/SL/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 500 V/6kV/3 24
No. 18-14 AWG
No. 16-14 AWG
6 mm 2.5 mm 2

uqw

EN 60 947-7-2

237

WKC 1 D2/2/SL/35 56.301.9153.0 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D2./E. GR†N07.312.5453.7 10

ADC 1 GELB 04.344.0153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5 D2/2/SL/35 56.303.9153.0 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D2./E. GR†N07.312.5453.7 10

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Duo-ear th t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty

Duo-Earth terminal Colour: green/yellow

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated



finely stranded single corefinely stranded single core

t ar ist ar is

WKC 1 E/35

V A

0.2 Ð 1 mm 2 0.2 Ð 1 mm 2 500 V/6kV/3 13.5
No. 30-18 AWG 600 V 13
No. 24-18 AWG 300/600 V* 13
5 mm 1 mm 2

uqw

WKC 2,5 E/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 500 V/6kV/3 24
No. 18-14 AWG 600 V 22
No. 16-14 AWG 300/600 V* 20
6 mm 2.5 mm 2

uqw

EN 60 947-7-1

238

WKC 1 E/35 56.301.7053.0 50

WKC 1 E/35 56.301.7053.6

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D2./E. 07.312.5453.0 10

APC 1-2,5 D2./E. BLAU07.312.5453.6 10

TWC 1-2,5 D2./E. 07.312.5553.0 10

TWC 1-2,5 D2./E. BLAU07.312.5553.6 10

IVB WKF2,5-2 Z7.280.6227.0 10

IVB WKF2,5-3 Z7.280.6327.0 10

IVB WKF2,5-4 Z7.280.6427.0 10

IVB WKF2,5-5 Z7.280.6527.0 10

IVB WKF2,5-6 Z7.280.6627.0 10

IVB WKF2,5-7 Z7.280.6727.0 20

IVB WKF2,5-8 Z7.280.6827.0 20

IVB WKF2,5-9 Z7.280.6927.0 20

IVB WKF2,5-10 Z7.280.7027.0 20

ADC 1 GELB 04.344.0153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5 E/35 56.303.7053.0 50

WKC 2,5 E/35 56.303.7053.6

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D2./E. 07.312.5453.0 10

APC 1-2,5 D2./E. BLAU07.312.5453.6 10

TWC 1-2,5 D2./E. 07.312.5553.0 10

TWC 1-2,5 D2./E. BLAU07.312.5553.6 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Double-dec k t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty

Double-deck terminal Colour: grey

Double-deck terminal Colour: b lue blue 50

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated

* 300 V for use Group C

See page 178-179 and 250-251 for marking accessories 600 V for use Group D, E



finely stranded single core

ta
ris

t ar is

WKC 2,5 E/35... 

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2

No. 18-14 AWG
No. 16-14 AWG
6 mm 2.5 mm 2

EN 60 947-7-1

239

WKC 2,5 E/35... 56.303.xx53.5

WKC 2,5 E/35... 56.303.xx53.9

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D2./E. 07.312.5453.0 10

TWC 1-2,5 D2./E. 07.312.5553.0 10

TWC 1-2,5 D2./E. BLAU07.312.5553.6 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

56.303.7553.9

56.303.7553.5

56.303.7153.5

56.303.7153.9

56.303.8053.9

56.303.8253.5
I = 1 A

U = 1000 V

I = 1 A

U = 1000 V

I = 1 A

U = 1000 V

I = 1 A

U = 1000 V

R = 4.7 K½
P = 0.5 W
U = 24 V DC

R = 4.7 K½
P = 0.5 W
U = 24 V DC

R = 680 K½
P = 0.25 W
U = 100-500 V

56.303.7953.5

56.303.8353.5

56.303.7453.9
LED red

56.303.7253.5
LED red

56.303.7353.5

Function t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

The double deck terminal is available on
request as a functional terminal for a variety of
switching operations.

Function examples

Type Part No. Box Qty

Double-deck terminal Colour: red

Colour: orange

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated



finely stranded single corefinely stranded single core

t ar ist ar is

WKC 1 TKM/35

V A

0.2 Ð 1 mm 2 0.2 Ð 1 mm 2 800 V/8kV/3 13.5
No. 30-18 AWG 600 V 13
No. 24-18 AWG 300/600 V* 13
6 mm 1 mm 2

uqw

WKC 2,5 TKM/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 20
No. 16-14 AWG 600 V 22
No. 16-14 AWG 300/600 V* 20
6 mm 2.5 mm 2

uqw

EN 60 947-7-1

240

WKC 1 TKM/35 56.301.2053.0 50

WKC 1 TKM/35 BLAU 56.301.2053.6 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK. 07.312.5253.0 10

APC 1-2,5 D1./TK.BLAU07.312.5253.6 10

TWC 1-2,5 D1. 07.312.5353.0 10

TWC 1-2,5 D1. BLAU 07.312.5353.6 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5 TKM/35 56.303.2053.0 50

WKC 2,5 TKM/35 BLAU56.303.2053.6 50

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK. 07.312.5253.0 10

APC 1-2,5 D1./TK.BLAU07.312.5253.6 10

TWC 1-2,5 D1. 07.312.5353.0 10

TWC 1-2,5 D1. BLAU 07.312.5353.6 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Knife edge disconnect t erminals 
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

The disconnect knife of the knife edge
disconnect terminal swings in and out
via a hinge. 
The distinctive colour of the disconnect
lever signals the open position.
The terminals can be fixed both in the
open and closed position.

Type Part No. Box Qty Type Part No. Box Qty

Knife edge disconnect terminal Colour: grey

Knife edge disconnect terminal Colour: blue

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated

* 300 V for use Group C

See page 178-179 and 250-251 for marking accessories 600 V for use Group D, E



ta
ris

t ar is

241



with fuse holder

finely stranded single core 

with fuse holder

finely stranded single core

t ar ist ar is

WKC 1 TKG/35

V A

0.2 Ð 1 mm2 0.2 Ð 1 mm2 800 V/8kV/3 *
No. 30-18 AWG 600 V* 6.3*
No. 24-18 AWG 300 V 6.3
6 mm 1 mm 2

uqw

WKC 2,5 TKG/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 *
No. 18-14 AWG 600 V* 6.3*
No. 16-14 AWG 300 V 6.3
6 mm 2,5 mm 2

uqw

EN 60 947-7-1

242

WKC 1 TKG/35 56.301.4053.0 50

Si ST Z1.299.4055.0 10

Si ST LED Z1.299.4155.0 10

Si ST GL Z1.299.4255.0 10

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK. 07.312.5253.0 10

TWC 1-2,5 D1. 07.312.5353.0 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5 TKG/35 56.303.4053.0 50

Si ST Z1.299.4055.0 10

Si ST LED Z1.299.4155.0 10

Si ST GL Z1.299.4255.0 10

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK. 07.312.5253.0 10

TWC 1-2,5 D1. 07.312.5353.0 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Disconnect t erminals
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty

Disconnect terminals Colour: grey

Fuse holder for fuse 5 x 20 Colour: grey

Fuse holder with indicator (24 V) Colour: grey

Fuse holder with indicator (220 V) Colour: grey

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol over 4 terminals

7. Test plug

8. Screwdriver, uninsulated

See page 178-179 and 250-251 for marking accessories

Fused plug:

Nominal voltage: 250 V,

Nominal current: Ð 6.3 A for single terminal
Ð 4 A for terminals directly

snapped together

Max. power loss of the fuse insert: 1.6 W

Indicator (24 V): Signal colour red
Current intake: 10.3 mA

Indicator (220 V): Signal colour red
Current intake: 0.3 mA

*) The power load is determined by the built-in
fuse.  The voltage range is determined by the
built-in LED.



with diode plug

finely stranded single core 

with diode plug

finely stranded single core 

ta
ris

t ar is

WKC 1 TKG/35

V A

0.2 Ð 1 mm2 0.2 Ð 1 mm2 800 V/8kV/3 **
No. 30-18 AWG 300/600 V* **
No. 24-18 AWG 300/600 V* **
6 mm 1 mm 2

uqw

WKC 2,5 TKG/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 **
No. 18-14 AWG 300/600 V* **
No. 16-14 AWG 300/600 V* **
6 mm 2.5 mm 2

uqw

EN 60 947-7-1

243

WKC 1 TKG/35 56.301.4053.0 50

DIST ... Z1.299.3053.0

DIST-1 N 4007-11) Z1.299.3155.0 10

DIST-1 N 4007-22) Z1.299.3355.0 10

DIST-D Z1.299.3255.0 10

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK. 07.312.5253.0 10

TWC 1-2,5 D1. 07.312.5353.0 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

WKC 2,5 TKG/35 56.303.4053.0 50

DIST ... Z1.299.3053.0

DIST-1 N 4007-11) Z1.299.3155.0 10

DIST-1 N 4007-22) Z1.299.3355.0 10

DIST-D Z1.299.3255.0

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 D1./TK. 07.312.5253.0 10

TWC 1-2,5 D1. 07.312.5353.0 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

Disconnect t erminals
with IDC t echnolog y, Type WKC

UL Data
CSA Data
Overall width Rated cross section
Approvals

Type Part No. Box Qty Type Part No. Box Qty

Disconnect terminals Colour: grey

Diode plug Ð Empty Jmax = 10 A Colour: grey

Diode plug Ð Diode Jmax = 1 A Colour: grey

Diode plug Ð Diode Jmax = 1 A Colour: grey

Diode plug with jumper Jmax = 10 A Colour: grey

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate Colour: grey

Colour: blue

Colour: green

4. Partition plate Colour: grey

Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

7. Test plug

8. Screwdriver, uninsulated

**) The power load is determined by the inserted
part

Periodic peak voltage 1000 V
Direction Anode Cathode1)

of the diode: Cathode Anode 2)
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t ar ist ar is HYBRID

0,2........2,5mm 2

0,2........6mm 2

10 20 30 40 50 60 70 80 90 100 %

wiring
with

tar is

traditional wiring

60% time saving

time

Hybr id modular t erminals 
with IDC and scr ew connection, T ype WKC...S/C

With taris HYBRID all the benefits of the IDC connection technology can be used 
for factory wiring in the control cabinet.  The field connection is carried out using
universal screw connection technology.

taris HYBRID provides...

... for factory wiring:

p IDC connection technology

Simple operation

Reduced wiring time

Compact design

Visible clamping state

Your benefits...

R No stripping of insulation

No ferrules

R No special tool

R Cost reduction

R Reduced panel space requirement

R Position indicator

... for field wiring:

p Screw connection technology

Top connection

Wire type

R Connection technology that is known
and accepted world-wide

R Ease of wiring in narrow and awkward
spaces

R Virtually unlimited choice of wire 
conductor and insulation material

WKC 1 S/C..

Single core/finely stranded copper conductors

Finely stranded copper conductors
Single core copper conductors

Finely stranded copper conductors with ferrules

Tightening torque

p Terminal variants

R Clamping points

C = 0.2 Ð 1 mm2 / AWG 24-18

S = 0.5 Ð 2.5 mm2 / AWG 22-12
S = 0.5 Ð 4 mm2 / AWG 22-12
S = 0.5 Ð 2.5 mm2 / AWG 22-12

S = 0.4 Ð 0.6 Nm (M2.5)

R Modular and earth terminals

R Identification types
C = IDC connection
S = Screw connection 

R Position indicator
WKC 1... red indicator
WKC 2.5... blue indicator

WKC 2.5 S/C..

Single core/finely stranded copper conductors

Finely stranded copper conductors
Single core copper conductors

Finely stranded copper conductors with ferrules

Tightening torque

R Clamping points

C = 1 Ð 2.5 mm2 / AWG 16-14

S = 0.5 Ð 4 mm2 / AWG 22-10
S = 0.5 Ð 6 mm2 / AWG 22-10
S = 0.5 Ð 4 mm2 / AWG 22-10

S = 0.5 Ð 0.7 Nm (M3)
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Materials

p Metal components :

Special alloys enable low contact
resistance and ensure an air tight
connection:

clamping part: copper, tin plated

conductor rail: copper, tin plated

mounting foot: brass, tin plated

p Insulating material:

Polyamide has excellent electrical,
chemical and mechanical properties

Insulating housing: Polyamide 66/6

Resistance to creepage: CTI 600

Flammability class: UL 94-V0

(see also facts & DATA section )

DQS Ð certification
p quality standard as per DIN ISO 9001

in Development, Production, Assembly
p continued control of quality standards by 

means of regular internal and external 
audits

p Compatible with other test authorities:
Ð BSI, Great Britain
Ð SQS, Switzerland
Ð Aib-Vincotte, Belgium
Ð …QS, Austria

Marking facility

p single marking tag

p marking strips (10 single tags) for 
snapping onto the terminals

p tear-off strips enable 3 digit marking
facility per terminal

p individual labelling on request

Warning cover

p cover with warning symbol ADC... for
terminals which remain live when the
main switch is disconnected

p cover can only be removed with 
a special tool

Jumper bars

p the insulated jumper bars IVB WKF... 
are completely finger proof

p partition plates between adjacent cross
sections are not required

p the jumper bars IVB WKF... carry the same
rated current as the jumpered terminal

Testing

p taris provides built-in test points for all its
terminals, therefore testing can be carried
out without the need to remove the wiring

p entry guides at each side of the terminal
allow measurement with standard 
¯ 2.3 mm test probes and test plugs for
maintenance and trouble shooting

p See page 177 for modular test plug

Terminal rails can be configured with our
wiepla n software (see pages 10 and 11)



finely stranded single core

4 mm 2

finely stranded single core V

2.5 mm 2

WKC 1 S/C/35

V A

0.21 Ð 1 mm2 0.21 Ð 1 mm2 800 V/8 kV/3 13.5

5 mm

qwpending

WKC 2,5 S/C/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 24

6 mm

qwpending

EN 60 947-7-1

246

WKC 1 S/C/35 56.351.0153.0

WKC 1 S/C/35 BLAU 56.351.0153.6

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 07.312.5053.0 10

APC 1-2,5 BLAU 07.312.5053.6 10

TWC 1-2,5 07.312.5153.0 10

TWC 1-2,5 BLAU 07.312.5153.6 10

IVB WKF2,5-2 Z7.280.6227.0 10

IVB WKF2,5-3 Z7.280.6327.0 10

IVB WKF2,5-4 Z7.280.6427.0 10

IVB WKF2,5-5 Z7.280.6527.0 10

IVB WKF2,5-6 Z7.280.6627.0 10

IVB WKF2,5-7 Z7.280.6727.0 20

IVB WKF2,5-8 Z7.280.6827.0 20

IVB WKF2,5-9 Z7.280.6927.0 20

IVB WKF2,5-10 Z7.280.7027.0 20

ADC 1/4 GELB 04.344.0153.8 10

ADF 2,5/4 GELB 04.343.6053.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

DIN 5264 B 0,6 x 3,5 M06.502.5000.0 10

WKC 2,5 S/C/35 56.353.0153.0

WKC 2,5 S/C/35 56.353.0153.6

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 07.312.5053.0 10

APC 1-2,5 BLAU 07.312.5053.6 10

TWC 1-2,5 07.312.5153.0 10

TWC 1-2,5 BLAU 07.312.5153.6 10

IVB WKF4-2 Z7.261.1227.0 10

IVB WKF4-3 Z7.261.1327.0 10

IVB WKF4-4 Z7.261.1427.0 10

IVB WKF4-5 Z7.261.1527.0 10

IVB WKF4-6 Z7.261.1627.0 10

IVB WKF4-7 Z7.261.1727.0 20

IVB WKF4-8 Z7.261.1827.0 20

IVB WKF4-9 Z7.261.1927.0 20

IVB WKF4-10 Z7.261.2027.0 20

ADC 2,5 GELB 04.344.0353.8 10

ADF 4/4 GELB 04.343.6153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

DIN 5264 B 0,6 x 3,5 M06.502.5000.0 10

t ar ist ar is HYBRID

UL Data
CSA Data
Overall width Rated cross section
Approvals (for screw connection)

Type Part No. Box Qty Type Part No. Box Qty

Modular terminal Colour: grey

Modular terminal Colour: blue

Earth terminal Colour: green/yellow

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35, with screw 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate 1.5 mm wide Colour: grey

1.5 mm wide Colour: blue

1.5 mm wide Colour: green

4. Partition plate 1.5 mm wide Colour: grey

1.5 mm wide Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol for 4 terminals

Clamping point ÒCÒ

Clamping point ÒSÒ

7. Test plug

8. Screwdriver, uninsulated

Screwdriver, uninsulated, MINI

See page 178-179 and 250-251 for marking accessories

Hybr id modular t erminals 
with IDC and scr ew connection, T ype WKC...S/C

Clamping point ÒSÒ= Screw connection
Clamping point ÒCÒ= IDC connection

The rated data is based on IDCconnection, see
selos selection for data on screw connection.



finely stranded single core

4 mm 2

finely stranded single core

2.5 mm 2

WKC 1 S/C/35

V A

1 Ð 2.5 mm2 1 Ð 2.5 mm2 800 V/8kV/3 24

6 mm

qwpending

WKC 1 S/C/SL/35

V A

0.21 Ð 1 mm2 0.21 Ð 1 mm2 800 V/8kV/3 13.5

5 mm

qwpending

ta
ris

EN 60 947-7-1
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WKC 1 S/C/SL/35 56.351.9053.0

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 GR†N 07.312.5053.7 10

ADC 1/4 GELB 04.344.0153.8 10

ADF 2,5/4 GELB 04.343.6053.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

DIN 5264 B 0,6 x 3,5 M06.502.5000.0 10

WKC 2,5 S/C/SL/35 56.353.9053.0

35 x 27 x 7,5 EN 6071598.300.0000.0 1

35 x 24 x 15 EN 6071598.360.0000.0 1

9708/2 S 35 Z5.522.8553.0 100

WEF 1/35 Z5.523.9353.0 100

APC 1-2,5 GR†N 07.312.5053.7 10

ADC 2,5 GELB 04.344.0353.8 10

ADF 4/4 GELB 04.343.6153.8 10

WK 2,5 ST 2/2,3 Z5.553.2921.0 10

DIN 5264 B 0,6 x 3,5 06.502.4000.0 5

DIN 5264 B 0,6 x 3,5 M06.502.5000.0 10

t ar is

UL Data
CSA Data
Overall width Rated cross section
Approvals (for screw connection)

Type Part No. Box Qty Type Part No. Box Qty

Modular terminal Colour: grey

Modular terminal Colour: blue

Earth terminal Colour: green/yellow

Accessories

1. Mounting rail 35, Din rail 7.5 high L = 2 m

Mounting rail 35, Din rail 15 high L = 2 m

2. End clamp for TS 35, with screw 8 mm wide

End clamp for TS 35, without screw 8 mm wide

3. End plate 1.5 mm wide Colour: grey

1.5 mm wide Colour: blue

1.5 mm wide Colour: green

4. Partition plate 1.5 mm wide Colour: grey

1.5 mm wide Colour: blue

5. Jumper bar, 2 pole

insulated 3 pole

4 pole

5 pole

6 pole

7 pole

8 pole

9 pole

10 pole

6. Cover with warning symbol over 4 terminals

Clamping point ÒCÒ

Clamping point ÒSÒ ADF 2.5/4 04.343.6053.8 10

7. Test plug

8. Screwdriver, uninsulated

Screwdriver, uninsulated, MINI

Hybr id ear th t erminals 
with IDC and scr ew t erminals, Type WKC...S/C

Clamping point ÒSÒ= Screw connection
Clamping point ÒCÒ= IDC connection

The rated data is based on IDCconnection 
technology.



Mounting rail

1. Steel  galvanised and chromated, unslotted L = 2 m

Steel galvanised and chromated, slotted L = 2 m

2. Steel brightly polished unslotted L = 2 m

Steel brightly polished slotted L = 2 m

3. Steel hot-dip galvanised unslotted L = 2 m

Steel hot-dip galvanised slotted L = 2 m

4. E-Cu unslotted L = 2 m

E-Cu slotted L = 2 m

End clamp

5. End clamp, TS 35, with screw 8 mm wide

6. End clamp, TS 35, with screw 8/17.5 mm wide

with marking facility

for terminal rails

7. End clamp, TS 35, without screw 8 mm wide

8. End clamp, TS 35, without screw 8/17.5 mm wide

with marking facility

for terminal rails

9. Busbar support, screwless 8 mm wide

Busbar support, including tag 8 mm

10.Terminal screw for busbar support

11. Marker tag with holder

12.Box of labels in perforated sheets

(1 sheet = 100 single tags)

248

t ar ist ar is

35 x 27 x 15 EN 60715 98.370.0000.0 1

35 x 27 x 15 EN 60715 98.370.1000.0 1

35 x 27 x 7,5 EN 60715 98.300.0000.0 1

35 x 27 x 7,5 EN 60715 slotted 98.300.1000.0 1

35 x 27 x 7,5 EN 60715 blank 98.300.0010.0

Accessories
Modular t erminals with IDC t echnolog y, Type WKC

Mounting rail 35 x 7.5
in accordance with DIN EN 60715

Mounting rail 35 x 15
in accordance with DIN EN 60715

Type Part No. Box Qty Type Part No. Box Qty
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t ar is

9708/2 S 35 Z5.522.8553.0 100

9708/2 BS/35 69.920.0553.0 100

04.019.0289.0 10

35 x 27 x 15 EN 60715 98.360.0000.0 1

35 x 27 x 15 EN 60715 ZN 98.360.0004.0 1

35 x 27 x 15 EN 60715 CU 98.380.0000.0 10

WEF 1/35 Z5.523.9353.0 100

WEF 1 BS/35 69.920.1053.0 100

WKIF SH/E/35 Z1.108.8453.0 10

69.920.1153.0

05.091.0200.0

BSIR Z4.243.8453.0

04.019.0289.0 10

End clamp for TS 35
screw fixing

End clamp for TS 35
screwless fixing

Mounting rail 35 x 15
in accordance with DIN EN 60715
Type Part No. Box Qty Type Part No. Box Qty Type Part No. Box Qty
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marcom 2 95.502.0000.0 1

9705 A/5/10/11 marcom Z4.242.5053.0 10

9705 AL/5/10/6 marcom Z4.242.5153.0 10

9705 A/6/10/11 marcom Z4.242.6053.0 10

9705 AL/6/10/6 marcom Z4.242.6353.0 10

9705 A/8/10/7 marcom Z4.242.8053.0 10

Marking accessor ies
for modular t erminals with IDC t echnolog y

250

Marking computer in a case

Type Part No. Box Qty

Material:
Polyamide 66/6
Colour: black figures on a white background

Modular terminals with IDC connection of the
WKC range have an opening at the top and at
each end with 3 chambers for marker tags. It is
possible to insert 3 single numerical tags from
the marker strip, single tags or marker strips

1. Marking strips marked and unmarked, made
from Polyamide 66/6,
suitable for 10 terminals
marked 1-10,11-20 etc. up to 991-999.
Type 9705 A/5/10 (5 mm spacing)
for modular terminals of Type WKC 1..
Type 9705 A/6/10 (6 mm spacing)
for modular terminals of Type WKC 2.5...

2. Marking branch with 10 marker strips made
from Polyamide 66/6, white, marked and
unmarked.
The time taken to label terminals is 
considerably shortened using this marking
system. Only 11 stock items are required to
identify terminals using numbers. Due to the
time saved when applying the marker tags as
well as the low stock level requirement and
extremely favourable prices, considerable
savings are made when using these tear-off
marker strips.
Type 9704 A...
(See page 180)

3. Single marking tag made from Polyamide
66/6, white, marked and unmarked. 
Type 9705 A...

4. Marker plates made from Polyamide 66/6
consisting of 11 marker strips.
Type 9705 A/5/10 (5 mm spacing)
for modular terminals of Type WKC 1..
Type 9705 A/6/10 (6 mm spacing)
for modular terminals of Type WKC 2.5...

Marking computer for a marker plates

Description:

wieland marcom 2 is a freely programmable labelling

device for marker tags on modular terminals,

connectors, cables and switching devices. The

program technology with flexible menu-driven control

produces excellent output results with little effort

required. The input of character sequences its

automatically limited by the parameters of the

selected marker tag so that it is impossible to print

the labels incorrectly. Repeated operations can be

saved as JOBS and are available for printing without

any further input. The device has a comprehensive

character set available with numerical and alpha-

numerical characters (upper/lowercase) as well as

symbols,  The marcom 2 is supplies by the attached

power supply unit. The marcom 2 power pack is

available for mains-independent operation.

Marker plates for marcom 2



Overall width
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2.5 mm 2/6 mm1 mm 2/5 mm 

a

9705 A/6/10 04.242.6053.0 25

9705 A/6/10 B1 - 10 04.846.0153.0 25

11 - 20 04.846.0253.0 25

21 - 30 04.846.0353.0 25

31 - 40 04.846.0453.0 25

41 - 50 04.846.0553.0 25

51 - 60 04.846.0653.0 25

61 - 70 04.846.0753.0 25

71 - 80 04.846.0853.0 25

81 - 90 04.846.0953.0 25

91 - 100 04.846.1053.0 25

(10 x) 04.856.0053.0 25

(10 x) 04.856.0153.0 25

+ (10 x) 04.856.0253.0 25

Ð (10 x) 04.856.0353.0 25

L1 (10 x) 04.856.0453.0 25

L2 (10 x) 04.856.0553.0 25

L3 (10 x) 04.856.0653.0 25

PE (10 x) 04.856.0753.0 25

SL (10 x) 04.856.3153.0 25

N (10 x) 04.856.3253.0 25

F1 (10 x) 04.856.0953.0 25

F2 (10 x) 04.856.1053.0 25

L1, L2, L3, N, PE(2 x) 04.856.0853.0 25

9705 A/6/10/11 Z4.242.6053.0 10

9705 A/5/10 04.242.5053.0 25

9705 A/5/10 B1 - 10 04.845.0153.0 25

11 - 20 04.845.0253.0 25

21 - 30 04.845.0353.0 25

31 - 40 04.845.0453.0 25

41 - 50 04.845.0553.0 25

51 - 60 04.845.0653.0 25

61 - 70 04.845.0753.0 25

71 - 80 04.845.0853.0 25

81 - 90 04.845.0953.0 25

91 - 100 04.845.1053.0 25

(10 x) 04.855.0053.0 25

(10 x) 04.855.0153.0 25

+ (10 x) 04.855.0253.0 25

Ð (10 x) 04.855.0353.0 25

L1 (10 x) 04.855.0453.0 25

L2 (10 x) 04.855.0553.0 25

L3 (10 x) 04.855.0653.0 25

PE (10 x) 04.855.0753.0 25

SL (10 x) 04.855.3153.0 25

N (10 x) 04.855.3253.0 25

F1 (10 x) 04.855.0953.0 25

F2 (10 x) 04.855.1053.0 25

L1, L2, L3, N, PE(2 x) 04.855.0853.0 25

9705 A/5/10/11 Z4.242.5053.0 10

Marker str ips 
and mar ker plat es, marked

251

Type Part No. Box QtyType Part No. Box Qty

Overall width

Marker strips unmarked

Marker strips marked

Marker plates, unmarked

Individual labelling on request

Marker strips unmarked

Marker strips marked

Marker plates, unmarked

Individual labelling on request


